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1. Document purpose 
The purpose of this document is to provide additional background for FES 2024.  

2. Introduction 

About FES 
Future Energy Scenarios: ESO Pathways to Net Zero (FES) represents a range of different, credible ways to 
decarbonise our energy system as we strive towards the 2050 target. 

Previous FES frameworks assessed the future of energy supply and demand through scenarios, exploring a 
wide range of credible outcomes for how the UK could meet net zero. Our new framework marks a move from 
reactive scenarios to strategic network planning and seeks to identify credible, strategic routes to 
net zero. 
 
The new framework: 

• Replaces the four scenarios with three net zero ‘Pathways’ 
• Includes a ‘Counterfactual’ which does not meet the 2050 net zero target 
• Retains our Five Year Forecast (5YF) in our data workbook. 

 
The range presented in our pathways no longer represents the widest credible possible outcomes, but a 
narrower set of routes to net zero. It is important to note that there is still considerable uncertainty and there 
remains some variation across the pathways in some key areas, such as the level of consumer engagement 
and interactions between different fuels, as shown on our new framework diagram to the right. 
 

NESO 
As part of the plan to decarbonise Great Britain, the current Electricity System Operator (ESO) will transition 
to the National Energy System Operator (NESO) in 2024. 
 
The enhancement of the FES 2024 framework forms part of this wider industry overhaul, with our modelling 
and analysis used as a key input in various strategic network planning processes, outlined over the following 
three pages. 
 
NESO will have a primary duty to act in the manner it considers best to promote net zero, 
energy security and efficiency and economy. The roles and responsibilities of the new 
organisation will include: 
 

• Whole energy network planning - Strategic Spatial Energy Plan (SSEP) and Regional Energy 
Strategic Planner (RESP) 

• Whole energy system coordination role for improving security and resilience of gas and electricity 
systems 

• Onshore electricity network competition 
• Whole energy market development 
• Provision of independent advice to Ofgem and UK Government. 

 
Crucial to its responsibilities, NESO will consider the effect of its activities on customers and local 
communities, competition in the energy sector, the whole energy system and on the facilitation of innovation.   
 

3. Reducing Great Britain’s Emissions 

The UK has a legal commitment to eliminate emissions by 2050. This is the net zero target. Net zero is 
achieved when the amount of greenhouse gases (GHG) going into the environment is balanced by those 
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being removed, through negative emissions1. Reaching net zero GHG emissions is now widely recognised as 
critical to the future of our society, with climate scientists emphasising the urgent need to rapidly reduce 
emissions.  
 

Emissions 
GHG emissions refer to the release of gases, primarily carbon dioxide (CO2), methane (CH4), and nitrous oxide 
(N2O) into the Earth's atmosphere. These trap heat and warm the planet, creating a greenhouse effect which 
leads to global warming and climate change. GHG emissions are measured in millions of tonnes of CO2 
equivalent (MtCO2e), which compares the emissions from different GHGs based on their Global Warming 
Potential (GWP) as if it were CO2. 

The main sources of GHG emissions are human activities such as burning fossil fuels (coal, oil and natural gas) 
for energy and transportation, deforestation and agriculture. The burning of fossil fuels is the largest contributor 
to GHG emissions, accounting for about 75%. 

Reducing emissions is critical to mitigating the effects of climate change. The steps below are critical in the bid 
to reduce emissions: 

• Demand reduction 

• Low carbon energy production 

• Low carbon flexibility and storage 

• Fuel switching 

• Carbon removals.  

Reaching net zero spans all sectors across the economy. Some of these sectors, such as aviation and 
agriculture, cannot be entirely decarbonised. The energy sector will, therefore, need to reach negative emissions 
by 2050 to offset these hard-to-decarbonise sectors and achieve the net zero target.  

While the average carbon intensity for the whole network is useful to track progress, it hides regional variation. 
Each region has different levels of renewable resources as well as different domestic and industrial and 
commercial demands. If we are to decarbonise Great Britain’s energy sector and wider economy, understanding 
the impact of these differences is critical. This approach has already contributed to national policy differences 
with Scotland, which has high levels of wind capacity relative to its demand. 

 

Impact of climate change on nature and relevant targets 
The 2015 Paris Agreement is a legally binding international treaty on climate change. The central aim of the 
Agreement was to limit global warming to under 2°C compared to pre-industrial levels. This means that GHG 
emissions need to be net zero by the second half of the 21st century.  

Signatories also agreed to pursue efforts to limit the temperature increase to 1.5°C.The Intergovernmental Panel 
on Climate Change (IPCC), the United Nations (UN) body for assessing the science related to climate change, 
has stated that the planet has already warmed by 1.1 degrees and human-induced climate change is already 
affecting weather and climate extremes. The consequences of this have been felt across the planet in the form 
of fires, droughts, hurricanes and flooding. This first-hand experience is helping to focus the world’s attention, 
with net zero commitments now covering over 80% of the world’s GDP (Gross Domestic Product). The IPCC 
advised that, in order to limit warming to 2°C, rapid, deep and (in most cases) immediate emission reductions 
are required. Globally, urgent progress towards net zero must take place and cannot wait until 2030. 

The Climate Change Committee (CCC) advises the UK and devolved governments on emissions targets. It 
reports progress on GHG reductions to Parliament.  
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Before hosting COP26, the UK set its Nationally Determined Contribution (NDC), the limit for each country’s 
carbon emissions, at a reduction of 68% by 2030 (compared to 1990 levels). This is one of the world's most 
ambitious NDCs and meeting the Sixth Carbon Budget requires a 78% reduction by 2035. This is aligned to the 
UK's 2050 net zero target and the broader aim to keep global temperature rise below 1.5ºC. 

The CCC has acknowledged that, whilst the net zero strategy provides a strong foundation for delivering the 
target, it must proceed at pace, with credible policies, if these targets are to be met.  

For information on policy announcements made during the current FES cycle, please see the main FES 
document. 

Decarbonisation of the power sector 
Electricity supply has been responsible for much of the Great Britain’s decarbonisation to date. We have the 
fastest decarbonising electricity grid in the world, with emissions reducing by almost a third since 19902.  

Decarbonisation of the power sector is vital, not only to reduce emissions but also from a whole energy system 
perspective3. Many of our options for decarbonising sectors include electrification, such as heat pumps for 
domestic heating or Electric Vehicles (EVs) for transport. However, a prerequisite of decarbonising these 
sectors is a low-carbon power sector. In addition, the power sector can provide negative emissions using 
bioenergy with Carbon Capture, Usage and Storage (CCS) to help offset residual emissions from hard-to-abate 
sectors, such as agriculture. 

As the ESO, we facilitate the continued decarbonisation of the power sector. We are already implementing 
future changes needed, such as exploring energy market reforms and the development of new markets, a 
review of network planning processes and innovation projects like our virtual energy system. These will create 
an environment where the latest technologies and the right supporting infrastructure can deliver a secure, low 
carbon and reliable power system. 

Many of the most difficult sectors to decarbonise are those outside of the energy sector and not directly 
modelled in FES. These mostly relate to non-energy emissions such as agriculture, shipping and aviation, 
waste and land use. Here, most technical options for reducing emissions are at an early stage and face 
considerable challenges.  
 
For sectors that fall outside our modelling, we use the Climate Change Committee (CCC) “Balanced Pathway” 
from its Sixth Carbon Budget analysis, adjusted to reflect the latest recorded sector emissions from 2022. The 
CCC’s Sixth Carbon budget pathways reduced emissions using methods including technical innovation (such 
as development of low carbon fuels), policy decisions (such as increased tree planting and peatland 
restoration) and further changes to consumer behaviours (such as reduction in meat and dairy consumption, 
reduction in food waste and a reduction in flights compared to business as usual). 
 

Greenhouse gas removal 
In this section, the main negative emissions4 technologies are presented and their associated challenges and 
opportunities are discussed.  

• BECCS. Bioenergy with carbon capture and storage (BECCS) captures CO2 emissions from bioenergy 
facilities and stores the carbon underground, leading to a net removal of carbon from the atmosphere. 
It can be applied to various applications, such as power generation and hydrogen production. BECCS 
works by generating electricity from biomass, such as wood or crop residues, which absorb CO2 from 
the atmosphere through photosynthesis. The CO2 emitted during the energy production process is then 
captured and stored underground or in other long-term storage solutions, such as in depleted oil and 
gas fields. 

 
 

3 Where we refer to the ‘whole energy system’, we are referring to electricity, natural gas and potentially hydrogen and biofuel networks and their users as one system. It is not a UK 
system in isolation as we are connected by interconnectors and energy is sold in a global market. Whole energy system thinking helps decarbonisation and energy security.. 
4 When more carbon is removed from the atmosphere than is emitted into the atmosphere, this is termed negative emissions 
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• DACCS. Direct air capture with carbon storage (DACCS) is a carbon dioxide removal technology that 
captures CO2 directly from the air and stores it in long-term storage solutions, such as underground or 
in depleted oil and gas fields. The process works by pulling air through a filter or other device which 
contains a chemical solvent or material that selectively captures CO2. The CO2 is then separated from 
the solvent or material, compressed into a liquid form and transported to storage locations for long-term 
storage. 

• LULUCF. Land use, land-use change and forestry (LULUCF) refers to a set of activities which affect 
the earth's land surface and its ability to store or emit carbon dioxide and other GHGs. LULUCF activities 
include changes in land use, such as deforestation or afforestation, forest management practices and 
cropland and grazing land management. These activities can either emit GHGs when forests are 
cleared or absorb them when new forests are planted. The inclusion of LULUCF in emissions reporting 
is important because it recognises the role that land use and land management practices can play in 
addressing climate change. 

BECCS, DACCS, LULUCF are considered important solutions to address climate change, along with other 
approaches like renewable energy, energy efficiency, societal change and carbon pricing. The UK is in a good 
geological position with ample potential for storage of captured CO2 in offshore depleted oil and gas fields. The 
British geological survey estimate that significant amounts of CO2 can be stored, which could last way beyond 
net zero5

. 

In addition to these technologies, there is a variety of other emerging greenhouse gas removal technologies in 
development. However, there is less certainty as to either their scalability or ability to provide long-term carbon 
removal. These include options such as: 

• Biochar. This is produced when biomass is heated in the absence of oxygen, in a process known as 
pyrolysis. This produces a carbon-rich solid (biochar), alongside co-products of bio-oil and syngas. 
Biochar can be used as a soil amendment for agriculture and is also proposed as a long-term stable 
store of carbon. Programmes are underway to validate the performance of biochar as a store of carbon.  

• Bio-oil injection. Alongside the production of biochar, bio-oil is produced as a co-product. Bio-oil can 
be permanently stored in underground wells, similar to the long-term storage of fossil oils or long-term 
storage of waste liquids and slurries. This approach has been piloted at scale in the USA. A similar 
concept also under development is biomass slurry injection, where a liquid slurry is created with waste 
biomass, and again injected into underground storage wells.  

• Biomass burying/storage. Biomass of various types can be turned into dense blocks and stored in 
an environment under which it will not decompose further.  
 

• Enhanced weathering and ocean alkalinity enhancement. Minerals that will react with CO2 in the 
air or increase uptake of CO2 into marine systems are milled to a powder and spread over land or in 
water. While these approaches already occur naturally, the aim is to increase the quantity of this 
process occurring. 
 
 

4. The Energy Consumer 
This chapter covers what we mean by consumers and which consumer types are included in FES. Ensuring 
that consumers feel willing and enabled to engage with the energy system is crucial to unlocking flexible supply 
and demand, and will help achieve net zero in the most cost-effective way between today and 2050. 

 
5 https://www.nstauthority.co.uk/the-move-to-net-zero/carbon-capture-and-storage/ 
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Consumer engagement 
This section describes how consumers can engage in the net zero transition through various ways of using 
energy. Adoption of smart tariffs, smart technologies, digitalisation and automation are essential for providing 
flexibility in the system.  

To reach net zero we assume higher levels of societal change and that residential consumers are more engaged 
compared to today. They respond to price signals from the energy system and automation optimises energy 
use for residential consumers in the background. It can manage consumer energy demand, shifting the time 
they charge EVs or feeding energy back to the system using Vehicle-to-Grid (V2G). It could also manage 
thermal storage in the home, adjusting when their heat pump runs or staggering the use of electrical appliances 
in response to price signals. Commercial and industrial consumers will also be increasingly engaged in Demand 
Side Response (DSR) technology and able to adjust energy DSR to electricity market signals. All these types 
of consumers can benefit from signing up to products or services which respond to price signals. 
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Residential 
We classify residential demand as energy used in the home for heating, cooking, lighting and appliances (white 
goods and computers) but excludes transport such as EVs charged at home (for more information on this, 
please see the Transport section).  

White goods include large electrical appliances, such as washing machines, dishwashers, tumble driers, fridges, 
freezers etc.  

The different heating technologies examined in FES include: 

• Gas boiler 
• Direct electric 
• Air source heat pump (ASHP) 
• Ground source heat pump (GSHP) 
• Hybrid (air source heat pump and hydrogen boiler) 
• Hydrogen boiler 
• Biofuel boiler or hybrid (air source heat pump and biofuel boiler) 
• District heating 
• Other (oil etc). 

By utilising heat from an ambient source (such as the outside air, ground or water), heat pumps are a highly 
efficient way of heating a home and are already a very popular and effective heating choice across several 
countries. The efficiency of a heat pump across the year is measured as the Seasonal Coefficient of 
Performance (SCOP), which is the measure of amount of heat the heat pump generates over the year compared 
to the amount of electricity that it requires. SCOP values for heat pumps in the UK are around 3.0 but can reach 
over 4.0 for system that is installed and operated in line with best industry practices. 

We also examine smart heating and thermal storage. The extent to which consumers embrace dynamic tariffs 
and thermal storage will have a significant impact on balancing the energy system. By thermal storage, we 
mean hot water tanks or new forms of storage, such as phase change materials6. The electrification of heat has 
the potential to significantly increase peak electricity demands. Therefore, the adoption of smart controls, 
thermal storage and flexibility from heating systems play an important role in mitigating this increase and 
reducing the need for additional generation capacity and electricity network reinforcement. 

Pricing incentives will encourage consumers to alter their usage, shift their demand to a different time and help 
manage the peaks and troughs in supply and demand. Energy suppliers have provided tariffs such as Economy 
7 since the 1970s, offering consumers cheaper electricity over a set seven-hour period overnight. More recently, 
some dynamic tariffs or Time-of-Use-Tariffs (ToUTs) incentivise consumers to increase or decrease their 
demand, by turning on or off electrical appliances depending on the levels of demand and renewable generation 
on the system. 

In our analysis, we assume that the purchase of an EV or a heat pump acts as a trigger for consumers to change 
to a dynamic energy tariff as the increased domestic electricity demand incentivises them to pay more attention 
to their energy consumption. Thermal storage can then operate on a set schedule or based on forecast electricity 
prices or both, to store heat at times when electricity is cheap and then discharge at peak times. 

Hybrid heat pumps could also play a role in shifting electricity demand away from peak times, as the heating 
system switches to use biofuel or hydrogen at peak times. District heating systems usually have a large thermal 
store to help manage supply and demand, and this will also play an important role in helping shift heat demand 
away from peak. 

  

Transport 
This section covers all energy demand for transport including electricity, gas, hydrogen and petrol and diesel 
for road transport, rail, aviation and shipping.  

 
6 Phase change materials absorb or release a large amount of latent heat during the process of transforming physical properties (i.e., the phase transition 
process). For more information, see here: https://www.sciencedirect.com/topics/engineering/phase-change-material 
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For passenger cars, electrification is likely to be the dominant solution, with more variations in the solution for 
other forms of the transport sector. Heavy Goods Vehicles (HGVs) and vans make up a similar proportion of 
energy demand. The rise of online shopping and home delivery has led to increased use of vans for local 
deliveries. However, HGVs are still very important as they carry 90% of the UK’s land-based freight. 
Decarbonising freight is challenging but there has been significant progress. Many companies are undertaking 
trials or have even moved to full commercial operation of part of their fleets with low carbon alternatives (typically 
hydrogen or battery electric solutions). Any HGV solution needs to be compatible with solutions for cross-border 
freight, as international freight vehicles typically travel continuously from the UK to Europe and vice versa. This 
is a crucial part of the global supply chain which includes Great Britain. We split HGVs into two main categories: 
above and below 26 tonnes. We expect battery electric to become the most widespread technology for vehicles 
under 26 tonnes. In vehicles over this threshold we see greater uncertainty, as the technical challenges for 
these are greater. 

Availability of public charge points is a reason often given by consumers reluctant to switch to an EV. The 
locations of public charge points will be important and will have implications on regional demand variations and 
locational requirements on the electricity network. 

 
 

There is uncertainty in future years around how EVs are charged, depending on the development of 
infrastructure and future consumer preferences. The majority of those who can charge at home are likely to do 
so where possible. However, a range of options is needed to ensure solutions for all consumers. Consumers 
are already, and will be increasingly, encouraged to engage with ToUTs and automated vehicle charging to 
reduce their costs and shift electricity demand away from peak times and during periods of low renewable 
output. We assume the purchase of an EV is a trigger point for consumers to increase engagement in the energy 
system and move towards smart charging.  

A smart charging system considers the best time to charge a vehicle based on current prices, forecasts of future 
prices, and renewable generation availability. It will enable consumers to participate in V2G or Vehicle-to-Home 
(V2H) services where car batteries send power back to the electricity grid or the house at peak times, before 
charging up again later. This requires deployment of technologies such as bi-directional charging, as well as 
electricity market change to ensure that consumers are rewarded for participating in the energy system to 
optimise system costs for everyone. 

 

Industrial 
Industry is spread around the country and often provides the backbone of local or regional economies. Some 
energy intensive industrial users are clustered together for historic reasons, such as resource availability and 
transportation links. High energy use and high reliance on fossil fuels in hard-to-decarbonise sectors such as 
shipping mean that finding decarbonisation solutions for these sectors is crucial to meeting net zero.  
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Electrification is one avenue that will enable decarbonisation of some industrial demand as the electricity system 
decarbonises. However, it will not be suitable for all end users. While there is opportunity for further electrification 
of industry, other solutions are needed to tackle industrial fossil fuel demand such as switching from natural gas 
to hydrogen or biofuel combustion. Some sectors also use fossil fuels as feedstocks for their processes which 
will be particularly hard to displace and will, therefore, require CCS.  

Industrial demand refers to: 

• Highly energy intensive industries including the production of steel, cement, and pharmaceuticals 

• Manufacturing of vehicles, machinery, food, textiles, furniture, books and paper, electronics  

• Mining and quarrying. 

Regional clusters with energy and carbon-intensive heavy industry located in proximity to one another, 
particularly manufacturing of chemicals, glass, steel, ceramics and cement, would benefit from a strategic 
investment into hydrogen and CCS infrastructure which could help stimulate decarbonisation through exploiting 
economies of scale and sharing the costs of infrastructure investment across different types of users. We expect 
hydrogen supply to be developed in these clusters and that industries located there which can use hydrogen as 
a fuel will adopt technologies to use this as a source of energy. Industries will be able to test and embed 
decarbonisation strategies, including manufacturing of chemicals, iron and steel.  

CCS infrastructure based in the industrial cluster sites will enable the decarbonisation of industrial processes in 
cases where industries are  unable to switch away from fossil fuels or where they use fossil fuels as a feedstock. 
This will be particularly important in areas such as chemicals and cement production. It will also enable the 
production of blue hydrogen within industrial clusters to supply hydrogen to other clusters. Industrial sites 
located outside clusters which are less energy-intensive (such as the automotive or food production industries) 
typically use natural gas for their industrial processes. If available, hydrogen is, therefore, a potential 
replacement to supply this industrial process heat.  
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Recent government policy announcements and strategies have led to more ambitious pathways for industrial 
decarbonisation. Fuel switching is expected to ramp up in the 2030s, as sources of hydrogen become more 
widely available and the electrification of energy-intensive processes becomes more attractive, driven by 
technology cost reductions and carbon taxes.  
Industrial DSR is currently a combination of behind-the-meter generation offsetting demand (typically diesel 
generators), combined heat and power (CHP) plants, batteries and ‘pure’ DSR (where the demand itself is 
shifted or postponed to another time). Response using behind-the-meter generation is typically more expensive 
to operate, and so these generators are where we have seen lower DSR. Changes to transmission network 
charging regimes, such as TRIAD removal, have reduced the incentives for some parties’ participation. New 
mechanisms such as the Demand Flexibility Service (DFS) are required to encourage industrial engagement in 
DSR. 
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Different types of industrial demands have their own characteristics, with variations in the capacity of response 
they can provide, the notice period required for response and the duration they can respond for. There are 
several ways that industrial consumers could engage in DSR. These include engaging with smart tariffs and 
switching demand from times when energy prices are high to times when they are low and when renewable 
energy generation is abundant. Others may be through engagement with aggregators or direct participation in 
flexibility markets to provide dynamic response to price signals. 

Encouraging greater consumer participation will require appropriate market signals to be put in place to ensure 
it is worthwhile for these customers to participate in flexibility markets. In addition, it is vital to ensure they are 
compensated for the value they bring to the system through reduced peak demand requiring lower levels of 
future generation and associated network reinforcement. While some types of manufacturing, such as steel or 
ceramics, can require consistently high temperatures and energy demand and have limited options to provide 
flexibility, other types of industrial users will be able to participate in flexibility markets.  

 

Commercial 
Commercial demand covers heating, hot water, catering, cooling and ventilation, lighting, computing and other 
activities. 

The commercial sector encompasses a wide variety of different types of business and public and private sector 
operations. These include: 

• Offices 

• Retail: shops and shopping centres 

• Education: schools and universities 

• Hospitals and other healthcare services 

• Military sites 

• Hospitality: pubs, bars and restaurants 

• Public sector: national and local government buildings  

• Community and the arts: museums and community centres 

• Leisure: swimming pools and gyms 

• Data centres 

• Large refrigeration units. 
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Data centres 

Data centres are physical facilities which organisations use to accommodate their computing applications and 
data. They range from private facilities owned and located within individual businesses, to large standalone 
commercial data centres offering services such as ‘cloud’ and ‘managed’ computing services. Data centres host 
core Information Technology (IT) infrastructure which supports much of today’s digital activity and they are, 
therefore, fundamental to our modern way of living. Our dependence on them is only set to increase as our 
consumption of data continues to grow. Every time we send an email, buy something online, save something 
to the ‘cloud’ or play online video games we are exchanging information with a data centre. We expect a high 
level of growth in data centre capacity in the coming years. Stakeholder engagement indicates there is a strong 
pipeline of new data centres seeking to connect to the electricity network, particularly in London and the 
Southeast. Data centres require electricity both to run the equipment (computers, servers and electronics) as 
well as for cooling. Up to 40% of electricity consumption is spent on keeping the facilities temperature-controlled 
and optimised to prevent IT equipment overheating, with the rest used to power the equipment itself. 

Demand Side Response 

The dominant source of energy demand and emissions in the commercial sector is for heating and hot water, 
which is today largely met by natural gas. This means decarbonisation solutions follow similar patterns to 
residential heating and face similar challenges. There is a range of low carbon technologies which can contribute 
to decarbonisation in this sector. The most appropriate technology for different consumers will be dependent on 
factors including cost, availability of infrastructure and building type. Thermal energy efficiency is an important 
step in tackling emissions for these demands. 

Historically, large commercial consumers have participated in DSR in relation to triad avoidance, such as aiming 
to reduce the network charges they pay by minimising their demand at peak times in the winter. DSR in the 
commercial sector will become increasingly important in a net zero world. Changes to transmission network 
charging regimes have shifted down the incentives for participation in this kind of activity.  

Commercial demands have their own characteristics, with variations in the capacity of response they can 
provide, the notice period required for response and the duration they can respond for. 

The large share of energy demand for heat and hot water represents the biggest opportunity for commercial 
load shifting. Electrification of some of this demand will lead to increased peak demand but also presents an 
opportunity to reduce costs to commercial consumers and stress on the electricity network by incentivising DSR. 
This can be delivered using thermal storage alongside heat pumps or district heating, the use of load shifting in 
hybrid systems from electricity to hydrogen or biofuel or the use of electric storage heaters. 
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In the future we expect flexible demand to be increasingly important in the commercial sector. End users will be 
able to respond to market signals to vary some portion of their demand. This will require appropriate market 
signals to be put in place to encourage participation in these markets. Many commercial consumers are small 
businesses without the capacity to engage in the energy market themselves, so they will need an appropriate 
consumer proposition to allow them to participate with as few barriers as possible. This could involve the use of 
automation of response to signals and targeted campaigns from energy suppliers or aggregators to engage 
consumers. There are several ways that commercial consumers could engage in DSR. This includes engaging 
with smart tariffs and switching demand from times when energy prices are high to times when they are low and 
renewable energy generation is abundant. Other options might be through engagement with aggregators or 
direct participation in flexibility markets to provide dynamic response to price signals. 

 

5. The Energy System 
Where we refer to the ‘whole energy system’ in this section, we are referring to electricity, natural gas and 
potentially hydrogen and biofuel networks and their users as one system. It is not Great Britain’s system in 
isolation, as we are connected by interconnectors and energy is sold in a global market. Whole energy system 
thinking helps decarbonisation and energy security. 

 
  

The energy system of the future won’t just be about getting energy from point A to point B in the right quantities. 
Each piece of the future energy system comes with new challenges and opportunities. On their own, these are 
difficult to solve but, when thought of as a whole system, strengths in one area can offset challenges in another 
or unlock new options entirely. Different energy uses are interconnected in a net zero world, such as transport 
sector which is electrified, biofuels used for planes and hydrogen heating our homes and buildings. This whole 
energy system view, where all uses of energy are considered alongside each other, also creates an energy 
system which is as efficient as possible. 

Whole system thinking and coordination across energy networks provides greater efficiency and co-
optimisation. However, whole system thinking should also be applied to the wider economy. 

• Networked energy. This is energy transported from where it is produced to where it is consumed using 
transmission and distribution networks, such as electricity and gas, interacting closely with each other 
every day (such as gas-fired electricity generation) 

• All energy. This includes areas where energy demand is met outside of the networked energy system 
such as by oil or petroleum-based products. This demand may potentially be met by the networked 
energy system in the future (for example, as the transport sector decarbonises) 
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• Whole economy. This includes non-energy sectors which have an indirect interaction with energy 
decarbonisation. This is seen most clearly in the complex role of bioenergy and its implications for land 
use, but also includes how societal change impacts energy and emissions. 

We also consider non-networked energy use for shipping and aviation, agriculture and LULUCF, for example. 
For these sectors where we don’t have deep expertise or where we do not yet have strong stakeholder evidence, 
we use inputs from published analysis from the CCC and engagement with its experts. 

Transformation of the whole energy system is achievable, and can deliver energy that is clean, secure, 
affordable and fair. This requires strategic and holistic development of the networks, markets and technologies 
required, in a coordinated and timely manner, to ensure we make the most of the abundant renewable energy 
we could use to meet energy demand. 

This chapter explains the necessary information for the energy system and the main ways that energy is 
produced to meet demand, such as electricity, hydrogen, natural gas and bioenergy. We must always ensure 
that supply and demand balance, and that system peak demand can be managed. With the decarbonisation of 
the electricity system, this is becoming more complex with more challenges from peak periods as we move to 
a system with more renewables and demand flexing to meet supply. 
 

Electricity 
Decarbonisation of Great Britain’s whole energy system, and reducing the country’s exposure to global energy 
markets, cannot be done without investing in our electricity system and our ability to accurately match demand 
to a weather-dependent supply. We have seen a significant increase in the proportion of electricity from low 
carbon and renewable generation in recent years and this has spearheaded the wider emission reductions 
across the economy. A range of technologies with different characteristics can, in combination, help deliver 
secure, affordable low carbon electricity supplies and harness the potential of domestic renewable resources. 
More electricity from wind and solar is vital to help UK meet its target for net zero by 2050. 

The electricity system today is built around the core principle of being able to adjust supply smoothly to match 
demand as it changes through the day and year. Fossil fuel generation is dispatchable, which means it can be 
turned on and off to match demand (for example, natural gas power stations are utilised more on days with low 
levels of wind and less renewables generation). 

Renewable generation capacity, primarily wind and solar, keeps increasing. This growth has been supported 
by Government subsidies, such as the Feed-In Tariff (FIT), the Contracts for Difference (CfD) scheme and the 
Renewable Obligation but has also been driven by rapid reductions in cost which has allowed them to start 
competing in a subsidy-free environment. In Great Britain, we are managing one of the fastest decarbonising 
electricity systems in the world. 

For the UK to meet its legal commitment of net zero carbon emissions by 2050, the whole energy system must 
enable the entire economy to decarbonise. This includes providing some negative emissions to offset emissions 
from hard-to-decarbonise sectors. We expect carbon neutral or carbon negative electricity generation to have 
a significant role to play, but this comes with its own challenges for operating the system. Thermal generation 
plants, such as nuclear or natural gas, provide essential ancillary services to the electricity network. As we move 
towards more renewables, we need to find alternative sources of ancillary services7.  

In recent years, decarbonisation has been the main driver for future change to the electricity system, together 
with an urgent effort to improve energy security and reduce energy costs for consumers by reducing exposure 
to the wholesale gas price. In simple terms, the wholesale cost of natural gas often sets Great Britain’s marginal 
electricity price due to the role that natural gas generation plays as the marginal generator. Natural gas prices 
and, therefore, electricity prices have increased rapidly due to demand exceeding supply following the COVID-
19 pandemic and the global response to Russia’s invasion of Ukraine in 2022. Whilst transitioning from 
generation that relies on imported fossil fuels to domestic renewables, significantly improves future energy 
security, reduces carbon emissions and reduces exposure to global gas prices, there are also things we can do 
to reduce demand today. The high-level case for change is clear but how this change is delivered remains 
uncertain.  

 
7 https://www.nationalgrideso.com/electricity-transmission/news/operability-strategy-report-2024 
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We create our generation backgrounds for each pathway to meet its energy demand while ensuring security of 
supply 8. Therefore, the level of peak demand drives the capacity we need, and the pathway framework helps 
shape what type of capacity we add. We assume a full and intact network for our analysis, which means we do 
not model outages. FES creates the generation backgrounds to ensure that security of supply is met. The SSEP 
will assess the optimal locations, quantity and types of energy assets, then detailed constraint modelling is 
carried out as part of the CSNP.  

Load factors 
Load factors are measures of utilisation of an electricity generator over a given time period. It is calculated by 
dividing the generation output over the maximum possible output. They vary according to the mix we assume 
in FES, with the amount of renewable generation capacity influencing load factors across the whole energy 
system. They also depend on the technology, weather and merit order. 

Low carbon hydrogen 
Low carbon hydrogen is a vector that plays a key role in all our FES net zero pathways. 

In addition to being able to replace almost all uses of natural gas in the energy mix, as well as its use in non-
energy needs such as transportation, low carbon hydrogen production via electrolysis and its ability to be stored 
over long time periods can help to overcome the challenges and harness the opportunities that come with 
increased renewable generation in the electricity system. However, despite being an essential part of the future 
energy system, there is a wide range of supply needs and production options.  

Hydrogen is already commonly used worldwide for refining oil and in the production of ammonia for fertilisers. 
Almost all current UK hydrogen production uses methane reformation9 without CCS (grey hydrogen). Capturing 
CO2 emissions from methane reformation could substantially reduce net emissions. Routes to hydrogen 
production using renewables or nuclear electricity could offer neutral or near zero carbon emission. Production 
of hydrogen from biomass with CCS (hydrogen BECCS) could offer net carbon negative hydrogen production, 
if the biomass feedstock is sustainably sourced10. 

There are various ways of producing low carbon hydrogen with varying emissions. These are explained below. 
Low carbon hydrogen is defined within the Government’s Low Carbon Hydrogen Standard as emitting less than 
20gCO2e per Mega Joule produced. 

 
8 https://www.nationalgrideso.com/industry-information/codes/security-and-quality-supply-standards 

9 A method for producing hydrogen, ammonia or other useful products from hydrocarbon fuels such as natural gas. In addition to Steam Methane Reforming 
(SMR), this could include Autothermal Reforming (ATR) which uses a pure stream of oxygen to drive the reaction and increase the hydrogen production and 
CO2 capture. 

10 https://www.nationalgrideso.com/document/263951/download 
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Hydrogen plays a key role in the whole energy system development. Pure low carbon hydrogen produces no 
carbon emissions at the point of combustion and hydrogen fuel cells can generate electricity with no emissions 
besides water, which potentially makes it a very useful fuel for a net zero world. There are many ways we can 
take advantage of it but, in order to do so, we must overcome some technical and commercial challenges, as 
shown in the table below. 
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Hydrogen can help address many of the hardest parts of the transition to net zero. It can meet end user demand 
to replace fossil fuels with minimal change to the user’s experience as well as help to balance supply and 
demand in the electricity system. All the different use cases come with their own combination of the challenges 
and benefits.  

Hydrogen also helps to operate the electricity system. Specifically, it helps us to: 

• Balance the electricity system: Electricity supply and demand need to be always carefully balanced 
and hydrogen can help on both sides of that equation. Producing hydrogen via electrolysis can create 
additional demand when needed to avoid curtailing wind and solar generation and this hydrogen can 
then be used to generate power at times of peak demand or low renewable output 

• Overcome network constraints: Strategic siting of electrolysers has the potential to reduce networks 
constraints that occur at times of high renewable output by providing price-responsive demand.  

The different ways of using hydrogen and their associated costs are compared. Overall costs of the different 
production methods are equally important, and we have worked with Delta-EE on an innovation project to 
understand what influences costs. Some of the main findings are summarised below11. The report highlights 
how any analysis of the potential market and costs associated with hydrogen would have to consider the whole 
energy system. Costs of electrolysers and methane reformation with CCS are fundamentally linked to the 
electricity and natural gas markets and any incentives for carbon capture. This emphasises the need for market 
reform to improve price signals and for strategic whole system thinking. 

 
11 https://www.delta-ee.com/report/report-summary-hydrogen-as-an-electricity-system-asset/ 
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Natural gas 
The design of the energy system we have in Great Britain today has been shaped by the previous dominant 
sources of energy (coal, and then later natural gas) – from the way we provide heat for homes and industry, all 
the way to generation of electricity. Transitioning towards net zero while maintaining a reliable and affordable 
energy system for all will require a continued, if different, role for natural gas as it cannot be used in a net zero 
world without its emissions being captured, i.e., used as unabated gas. 

FES explores the variety of natural gas supplies into Great Britain between now and 2050. We have modelled 
how the different sources may change over the coming decades in response to evolving demand profiles and 
levels. 

The sources of natural gas used in Great Britain are illustrated and explained below. 

 
Norway. Its large and flexible reserves mean it could keep supplying gas to the UK for longer than our own 
UK Continental Shelf (UKCS). The UK may stop importing gas from Norway because of reduced demand 
coming from increased electrification. 

UK Continental Shelf. This refers to extracting natural gas from new wells, which will not be economical for 
the future and therefore, any natural gas needed for either a feedstock for hydrogen, in a power station or 
industrial process with carbon capture fitted, will have to be imported in the future. 
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Shale. The British Energy Security Strategy (BESS) suggests shale gas may be considered as a viable 
source. However, high levels of public scrutiny would be expected, and support may be tempered by an 
extracted gas likely still being priced at global market value without significant intervention in the market. 

Liquefied Natural Gas and continental imports: A second wave of liquefaction projects in the mid-2020s 
results in more Liquefied Natural Gas (LNG) being available globally. Demand for LNG may also rise globally 
as countries shift away from coal to decarbonise. Imports from the continent via existing gas interconnectors 
continue to play a key role in the supply of natural gas and LNG imports. As LNG is shipped to Great Britain 
from abroad, its lifecycle emissions are higher than natural gas supplied from indigenous sources.  

Green gas. This is made from bioresources and is considered carbon neutral. It refers to biomethane and 
Bio-substitute Natural Gas (BioSNG). It is injected into the gas network to reduce the overall carbon intensity 
of the gas used in homes and businesses. Some green gas is assumed to be used off-grid to provide fuel 
for remote and otherwise hard to decarbonise sectors. This is largely produced from waste processes, such 
as anaerobic digestion, rather than from other bioresources which are prioritised for other uses.  

As we transition to net zero, there are multiple possibilities for the future role of the natural gas network. The 
gas National Transmission System (NTS) is over 7,500 km long and transports gas at high pressure around the 
country. It supplies gas to approximately 85% of homes in Great Britain through its connections to the gas 
distribution networks and local distribution zones. How homes and buildings are heated in future will determine 
the role of this extensive transmission and distribution network. That decision is dependent on factors including 
security of supply, the cost of retrofitting homes and the willingness of consumers to change.   

One possibility is that the network may be fully repurposed to carry hydrogen as homes and buildings use it for 
heat in boilers like the natural gas ones they have today. Alternatively, the NTS could be converted to a 
‘hydrogen backbone’, transporting hydrogen between industrial clusters and potentially to interconnectors at the 
Bacton Gas Terminal as well as other locations as further interconnection develops. Project Union, from National 
Grid Gas Transmission & Metering aims to get there by developing blending of hydrogen across the NTS in 
parallel to a strategic roll-out of new pipeline sections designed for hydrogen alone. For hydrogen to be used by 
residential and smaller industries (which aren’t connected to higher pressure gas lines) some gas distribution 
network will also need to be converted to carry hydrogen. 

We assume the gas system is used to transport hydrogen blends before any transition to 100% hydrogen. 
Assets that are not required to transport natural gas may be used to carry carbon captured from power 
generation and other processes to be stored. 

Some network assets may be decommissioned if it becomes uneconomical to transport very small volumes of 
gas. 

Bioenergy 
Bioenergy has an important role to play. Most of the required emissions reduction across the economy between 
now and 2050 will come from reducing demand and replacing fossil fuels with renewables or low carbon 
alternatives. Negative emissions from BECCS and other greenhouse gas removal methods are still required to 
offset emissions from sectors of the economy which are ‘hard to abate’. Reaching net zero by 2050 without 
BECCS would either require higher levels of lifestyle change (for example, in relation to diet) or improvements 
in other greenhouse gas removal technologies to an extent that we consider challenging at this time. 

Bioenergy comes from the conversion of bioresources. These include renewable, organic feedstock like wood, 
using cooking oil, agricultural waste and energy crops (like miscanthus). Energy vectors produced from 
bioenergy conversion processes can include electricity, heat, gaseous fuels (such as biogas, biomethane, 
hydrogen) and liquid fuels (bioethanol or sustainable aviation fuels). We use IPCC international carbon 
accounting standards to determine the carbon footprint of energy crops. As they grow, energy crops absorb 
carbon which is released when they are burned to produce heat or power.  

Bioenergy is considered to have no net carbon emissions in our analysis. Capturing and storing the carbon 
emitted from burning biomass, therefore, results in negative emissions. This helps achieve net zero by offsetting 
emissions from those sectors currently deemed unlikely to completely decarbonise, like agriculture and aviation.  

Bioenergy can also reduce emissions in the following areas: 

• Avoiding emissions. By using the emissions from decomposing waste as a fuel rather than emitting it 
directly to the atmosphere (which would otherwise be the case), we can use it to displace fossil fuels 
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• Providing negative emissions. Under the Renewable Energy Directive, Anaerobic Digestion of some 
slurries and wastewater can be carbon negative 

• Displacing artificial fertilisers. Recycling the nutrients in bioresources avoids a normally very energy and 
carbon intensive manufacturing process 

• Reducing demand for industrial gases elsewhere. Stored CO2 from bioresources can be used to reduce 
CO2 demand from the food and drink industry, which is normally met with a by-product of fertilizer 
manufacture. It can also be converted to gas such as methane or Sustainable Aviation Fuel (SAF). 

We already use bioenergy from many sources for many purposes. There is interest in using more as a key 
enabler for decarbonisation as well as an alternative to fossil fuels which are becoming increasingly volatile in 
price and have a finite supply. 

In our modelling, we assume that all biomass is sustainably sourced, according to biomass considerations used 
in CB6 analysis, which was done by the CCC. The bioenergy value chain is illustrated below. 

 
The different areas that can contribute to increased bioenergy use are outlined below. 

 
 

6. Flexibility 
This chapter explains why we need flexibility, how flexibility is currently managed and what options are available 
from both the supply and demand sides.  

What is flexibility and why do we need it? 
Energy systems need to match supply and demand. This is this energy balancing. Energy system flexibility is 
the ability to adjust supply and demand to achieve that balance. For the electricity system this needs to happen 
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in real time, while for the gas network it can be over a slightly longer timeframe. Flexibility also allows us to keep 
the flows of energy through the networks within safe limits.  

Flexibility is crucial to operate the system where the supply and demand of energy needs to be balanced over 
different timescales, from minutes or less to seasons or even years. Demand and supply can both vary for 
different reasons. Some parts are flexible, and their flexibility levels can also vary, such as CCGT and EV 
charging. Some parts are inflexible, such as solar output and lighting. Demand varies according to the needs of 
energy consumers. Supply depends on factors like the availability of fuels and weather conditions affecting 
renewable generation output. Therefore, the flexible supply and demand elements of the system are needed to 
balance the inflexible parts of the system and this tends to be achieved through pricing in the markets. Prices 
are high when supply is scarce but low when it is plentiful (and vice versa for demand).  

Interactions between different forms of energy on the system are important. Current peak heat demands in 
winter are several times higher than peak electricity demands so natural gas provides a significant amount of 
flexibility by meeting most of this heat demand. As sectors, such as heat and transport, electrify there will be 
higher electricity peaks, while electricity generation will become more variable as levels of wind and solar 
generation increase. As electricity supply and demand become more weather sensitive, a larger relative level 
of flexibility will be required. 

 
Up until now flexibility has been largely about adjusting energy supply to meet demand. This has been enabled 
by a reliance on flexibility from fossil fuels which are easy to store. In the case of gas, flexibility comes from 
storage and the ability to compress or expand gas within the network, known as linepack12. As the energy 
system transitions away from gas to renewables and the electricity supply becomes more weather sensitive, 
demand will increasingly have to be enabled to adjust to meet supply. When supply is high, demand will need 
to increase to consume or store additional energy and, when supply is low, demand will need to reduce.  

Historically, meeting security of supply has been most challenging during times of peak demand, when 
increased energy supply was needed to meet this demand. However, as more demand side flexibility becomes 
available, and demand can ramp up or down in response to price signals, this is likely to change. We may see 
periods of high renewable generation output with higher demand than during our traditional winter peak. As 
more of our energy demand is electrified this makes flexibility more important in keeping costs down by 
minimising peak demand. Other challenging system situations may arise, such as summer minimum demand 
and rapid alternations between maximum and minimum demand. 

 
12 Amount of gas in the network at any given time. The acceptable range over which this can vary and the ability to further compress and expand this gas is 
called ‘linepack’ flexibility. Throughout the day, gas supply and demand are rarely in balance. If demand exceeds supply, levels of linepack in the National 
Transmission System (NTS) will decrease, along with system pressures. The opposite is true when supply exceeds demand.   
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New sources of flexibility bring opportunities. Alongside demand side flexibility, other technologies which support 
a transition to net zero such as interconnectors and energy storage can provide flexibility from the supply side. 
In the future we can consider the use of hydrogen for flexibility, absorbing excess wind and storing energy to 
meet peak demand later. It can also help network investment and operability constraints, reducing the need for 
electricity network reinforcement by producing hydrogen close to generation and then moving it around the 
country or exporting it. 

 
Risks around meeting electricity security of supply (meeting all electricity demand at any given time) have 
typically been at times of high demand, particularly peak demand. Flexibility is used to help manage these 
periods, normally in the form of dispatchable gas plants being switched on, with relatively small contributions 
from pumped storage and (mainly industrial) DSR. 

As we move away from fossil fuelled generation to renewables, alternative methods for managing peaks in 
demand will be required. These could include replacing natural gas power plants with equivalent hydrogen 
power plants, long-duration energy storage (LDES), DSR and batteries for shorter, less sustained peaks. In the 
future, high demand will not be the only risk to security of supply managed by flexibility as increased renewable 
generation will result in supply determining periods of risk. For example, high demand during periods of high 
renewable supply will pose less risk than periods of lower demand but with much lower levels of renewable 
generation. These periods of undersupply are typically short: hours or a few days and can be managed by 
options including several energy storage technologies: interconnectors, DSR and EV smart charging (or V2G). 

More extreme, although rare, are extended periods of low renewable generation which are often referred to as 
dunkelflaute events. These can last up to several weeks and have the potential to pose a security of supply risk. 
There is still considerable uncertainty around the length and regularity of these events. Their level of impact will 
be determined by how low renewable generation is and how much it fluctuates relative to demand. 
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To manage these dunkelflaute events, low carbon dispatchable thermal power plants (such as gas and/or 
hydrogen) are likely to be required. There is also potential for some combination of LDES (compressed air 
energy storage, liquid air energy storage, pumped hydro storage) and interconnectors. However, we note here 
that weather patterns can be strong enough to affect neighbouring countries as well and therefore, 
interconnectors alone cannot solve this problem. We are working with academic partners to improve our 
understanding of the potential impact of dunkelflaute periods. 

Oversupply can also be an issue as, during periods of high renewable generation and low regular demand, 
additional energy will need to be consumed (either by increasing demand or using energy storage) or generation 
will need to be curtailed. As with undersupply, oversupply can occur daily or last for a longer period. Electrolysers 
may be particularly useful for managing longer periods of electricity oversupply as they can increase demand 
by using electricity to produce hydrogen. 

 

Current flexibility provision 
Gas  

Today, most flexibility is delivered through the gas system. Gas can be easily stored and can provide flexibility 
over a range of timescales and volumes for both the gas and electricity networks. This can be broadly split into 
two types of flexibility categorised by duration: 

• Real time. The flexibility provided by linepack means demand on the gas network can be met even if 
gas supply doesn’t match gas demand in real time. This, in turn, allows gas fired power stations to be 
ramped up and down to ensure electricity supply can meet electricity demand in real time 

• Seasonal. Gas supply can be increased during winter to meet the seasonal peak demand, largely for 
heat. It can then be reduced during summer when demand is lower. 

This flexibility is delivered by storage on the gas network from linepack, but also by additional connected storage 
sites and the ability to vary upstream production.  

 
Oil 
In the UK, most of the oil demand is typically for transport. The UK has commitments to the International Energy 
Agency (IEA) to hold oil stocks to offset the impact of any significant disruptions to the global oil market. 

As the transport sector electrifies, the ability to maintain this level of reserve will reduce considerably. Electricity 
is much more difficult to store and, while some of this storage may be replaced, it is unlikely that most of it will 
be. While this means electrification increases the exposure of the transport sector to disruptions in the electricity 
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market, the move to a more renewables-based energy system in Great Britain makes us less vulnerable to 
global commodities markets overall. 

Electricity 
In the future there will be an increased need for electricity system flexibility, for two main reasons: 

• The increase in variable renewable electricity generation which requires additional flexibility to ensure 
supply and demand are balanced 

• The electrification of other sectors such as heat and transport which will increase total electricity 
demand, but especially peak demand. It will also expose the power sector to new variability trends (for 
example, the increased charging of EVs prior to a bank holiday).  

To meet both these effects, additional flexibility is required. Electricity system flexibility today is predominantly 
delivered on the supply side. As demand varies through the day, different sources of electricity can be turned 
up or down to varying degrees. Some, nuclear for example, operate more as ‘baseload’ generation, running 
constantly although ramping up and down within pre-set limits, while others such as natural gas turbines are 
more flexible. There is also some demand side flexibility where demand can shift to meet an increasingly 
weather dependent supply. Some of this is due to residential consumers shifting demand but the majority is 
industrial and commercial consumers switching to onsite generation. This doesn’t change total underlying 
demand but does reduce the level of demand seen at transmission level.  

Different sources of electricity flexibility are shown in the figure below. This includes storage, but also 
dispatchable electricity generation, and is shown in terms of instantaneous power output: energy delivered per 
second as opposed to just energy stored. It shows that demand side flexibility currently makes up a small 
proportion; the majority of electricity system flexibility today comes from fossil fuels, especially natural gas, with 
gas power stations able to modulate up and down, supported by gas network flexibility. 

 
This combination of an increasing need for electricity system flexibility and a reduced reliance on gas means 
additional sources of flexibility for the power sector need to be deployed. Strong market signals and the correct 
enabling conditions, such as increased digitalisation, are needed to ensure the right types of flexibility are in the 
right places, at the right time. 

 

Flexibility types 
This section highlights the examined flexible technologies, the issues they can help manage, the duration over 
which they must act and the scale of requirement. The role of these technologies will be investigated further in 
the following sections. 

As Great Britain moves towards net zero, more renewable generation (which is weather-dependent), alongside 
increased electrification, will increase the importance in ensuring a reliable and low-carbon energy system. 
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Flexibility is needed for a range of activities, including storing energy over years, covering extended periods of 
extremes in high demand or low supply and charging and discharging over minutes or less to maintain 
operability of the electricity network. This increased need for flexibility over a range of durations and scales 
presents a challenge to future energy systems and, as Great Britain approaches net zero, it won’t be able to 
use natural gas to provide flexibility. However, innovation is leading to a range of new technologies which can 
help provide this flexibility, often over a range of scales and durations. 

  
As shown above, flexibility can be provided by both the demand (DSR, V2G, electrolysis) and supply 
(interconnectors, dispatchable thermal generation, electricity storage) sides. FES does not model specific 
flexibility services. As such these graphics are indicative only and do not directly align to FES modelling and the 
Data Workbook.  

 

Residential, industrial and commercial demand side flexibility 
Demand side flexibility, including contracted DSR and price related load shifting, 
will play an important role in balancing supply and demand and mitigating peak 
demand increases. However, it should be recognised that some demand cannot 
be moved and this still needs to be met. If demand side flexibility is to be 
deployed at scale, market changes are required. These changes must facilitate 
flexible tariffs, support innovation and reduce barriers to participation for new 
market entrants from the industrial and commercial sector or in the form of 
aggregated residential demand. A demand side strategy should identify 
strategic priorities and incentivise more flexible electricity consumption, as well 
as long duration storage and early hydrogen uptake. 

Industrial and commercial demand side flexibility can be split into two broad 
categories: 

• Demand side flexibility from processes: an industrial process is carried out 
earlier or later to shift its energy demand 

• Demand side flexibility from heat: as industrial and commercial heat is electrified;, heating demand 
can be moved to match supply using either smart storage heaters or thermal storage alongside heat 
pumps. 

There are several avenues for consumers to provide demand side flexibility: from appliances, electric heating 
or EV charging. EVs and smart charging demand are covered later in the document. Much of this flexibility will 
be delivered without direct consumer involvement – consumers would simply opt into a smart tariff and use 
smart devices in their homes. These devices would then turn on and consume power in the background when 
supply is high relative to demand, within any parameters pre-set by the consumer. Smart technology can 
minimise the impact on the consumer experience. 

Flexibility from appliances presents a smaller, but still, significant opportunity. Smart appliances automatically 
responding to price signals from smart tariffs to shift electricity demand away from peak periods for appliances 
such as washing machines, dishwashers and, even for short periods of time, refrigerators or freezers. 
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We expect the move to flexible EV charging to act as a trigger point for consumers to begin to engage in this 
type of demand shifting as elements such as time varying EV tariffs are already available in the current market. 

Domestic heat flexibility has an important role to play in shifting some of this heat demand away from peak 
times. As well as thermal storage technologies (including storage heaters) discussed here, there are several 
other thermal flexibility options. At times of peak demand, hybrid heat pumps can switch from electricity to 
hydrogen or biofuels for heating. 

On very cold days some households using ASHPs without thermal storage may switch to a resistive heating 
mode, operating at less than half their usual efficiency and increasing their electricity demand. In highly insulated 
homes the heating can be switched off completely for short periods, reducing demand over peak times without 
leading to noticeable drop in temperature. 

District heat networks can also have centralised thermal storage attached, allowing them to shift demand. 

 

Residential thermal energy storage 
Thermal energy storage refers to a series of technologies which store heat energy and includes hot water tanks 
and solid storage (including storage heaters) as well as newer technologies.  

The input to thermal energy storage can be heat, usually from a resistive heater or heat pump, or in the case of 
some new technologies, electricity directly. Domestic thermal energy storage can be used to reduce electricity 
demand at times of low supply or peak times, or to increase it at times of higher supply. For example, a heat 
pump charges up a hot water tank or a dedicated thermal store when prices are low, this then supplies heat to 
the house for 3-4 hours over the peak evening period13. Electrification of domestic heat demand is expected to 
be the solution for the majority of households, and so thermal storage will become increasingly important. 

Storage heaters were adopted in the 1960s and 1970s to make the most of surplus 
electricity overnight, when demands were lower. Although use has declined, there 
were still around 1.6 million households using storage heaters in 2020. While storage 
heaters can shift electricity demand away from peak evening demand periods, 
providing over 4 GW of nominal peak shaving in 2021, they are mostly ‘dumb’ devices 
with only basic controls that cannot adjust according to system needs, and so their 
ability to balance supply and demand more broadly is limited. However, a new 
generation of ‘smart’ storage heaters is now available that could unlock greater 
flexibility in future. 

 

Transport flexibility 
Smart charging and V2G behaviour will play an important role in the future energy system. As cars will be 
primarily electrified, increasing electricity demands and requiring strategies to manage how they are charged 
and how system costs are distributed. However, this presents an opportunity to increase system flexibility, 
integrate renewables and better match supply and demand. With suitable incentives and automation, drivers 
will be able to reduce their transportation costs at the same time as reducing the costs of operating the energy 
system. The reduction from unmanaged charging to smart charging is the electricity flexibility provided by smart 
charging. 

Most of the flexibility value provided by EVs comes from vehicles charging at home overnight; although 
commercial vehicle fleets or workplace EV chargers can play a greater role at other times of day. During the 
daytime we expect some commuters to plug in their cars at work. Smart optimisation of EV chargers can benefit 

 
13 Thermal energy storage has typically operated within daily cycles, and this is how it is modelled in FES. However, some new technologies can store heat 
for longer, up to several days at a time.  
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consumers and the energy system, ensuring that vehicles maximise the use of 
low carbon and low-cost electricity. Commercial fleet operators are also 
incentivised to keep running costs low and providing flexibility from smart 
charging and V2G can support this. Increasing demand through smart charging 
at times of high renewable output could be as valuable to the energy system as 
reducing peak demands. 

 

 

 

Electrolysis 
Electrolysis has a large potential role as a source of flexibility. It can ramp up demand rapidly to match renewable 
output, producing hydrogen that can be stored until it is needed. 

At times of low electricity demand or high renewable output, nuclear-connected electrolysis increases to absorb 
excess power while allowing the reactor to continue to operate at baseload (i.e. providing electricity flexibility). 

High levels of renewable generation, particularly offshore wind, are 
expected to meet annual electricity demands. Its variable nature means 
we will often see times when renewable output exceeds demand. If 
demand cannot be increased via one or more of the sources of flexibility 
discussed in this chapter, then more generation will be curtailed. 
Electrolysis can reduce curtailment as the hydrogen produced is easier 
to store than electricity, and can, if needed, be stored across seasons. 
Electrolysis will be incentivised to operate and respond to electricity 
prices and market conditions, including times of potential curtailment. 
Similarly, we don’t expect electrolysis to be incentivised to run at times 
of peak demand other than at times of high levels of renewable 
generation. This is a key part of the transformation of our electricity 
system from being demand-led to being supply-led, with demands 
shifting to make use of available electricity. 

The locations of electrolysers are also key and must be considered to maximise value to the energy system. 
There must be hydrogen storage nearby or a connection to a network or infrastructure to transport the hydrogen.  
Locating electrolysers close to renewable generators could also minimise the need for electricity network 
reinforcement to transport this energy. However, sub-optimal siting could potentially increase network costs and 
constraints. 

Efficient price signals will be important to not only ensure that electrolysers are incentivised to run when we 
want them to and not when we don’t (i.e. to run when supply is high relative to demand), but also to ensure they 
are optimally sited in locations where flexibility can provide the most benefit to the system. To do this, efficient 
market design is needed, for example the introduction of locational pricing.  

 

Hydrogen storage 
Natural gas is both relatively easy to store and able to provide flexibility across the whole system, either used 
directly as a fuel, for example in gas boilers or for industry, or via gas turbines to produce electricity. As we 
move towards net zero, natural gas consumption, and consequently natural gas storage, reduces significantly. 
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As another gaseous fuel, hydrogen can provide similar 
flexibility benefits across the whole system and is needed to 
replace some of the flexibility provided by natural gas. 

In 2050, we expect whole energy system flexibility to be 
provided primarily using electricity or gas to produce 
hydrogen. The hydrogen is stored and then used, either in the 
power sector, converted to other fuels or to meet end user 
demand directly. Producing hydrogen through electrolysis 
offers demand side flexibility to the electricity system and 
converting it back to power offers supply side flexibility. If 
hydrogen is not used immediately for heat or transport, it can 
be compressed and stored, in potentially very large volumes. 
This allows energy generated in windy periods to be used in 

calm periods, or to be stored between summer and winter. The overall ‘round cycle’ efficiency of this process is 
low due to losses at the production, compression and combustion stages but must be weighed up against the 
potential value of the electricity at times of low renewable output. Hydrogen storage will be important to support 
energy security of supply as well as to accommodate electrolysed hydrogen at times of excess wind or solar. 

 

Dispatchable sources of supply 
DSR will be crucial to help manage peak demands, but some 
demand is inflexible (hospitals, for example, need a constant 
supply of energy) and needs to be met by sources of supply 
under all conditions, even when renewable generation output 
is low. Today the bulk of dispatchable capacity comes from 
natural gas generation. In the future a much greater share will 
come from other sources, such as electricity storage and 
interconnection with other countries and electricity markets. As 
renewable generation capacity is rising sharply in the future, 
this dispatchable supply may be required to run for several 
hours at a time, potentially over several days and so it is 
important that the energy storage deployed includes a suitable 
capacity of longer duration technologies. More broadly, this 
highlights the importance of ensuring these alternative 
dispatchable technologies are supported now so they are 
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deployed at the required scale in the future and with the necessary carbon removal technology. 

 

Electricity Storage 
Electricity storage will need to increase significantly to support the decarbonisation of our electricity system, 
with as much as twelve-fold and seven-fold increases in capacity (GW) and volume (GWh) respectively from 
2021 to 2050. 

We see a combination of electricity storage technologies being deployed out to 2050: 

• Pumped hydro 
• Large-scale, residential and industrial behind-the-meter batteries 
• Compressed air energy storage (CAES) and liquid air energy storage (LAES). 

Energy storage is a rapidly developing sector and there are several emerging technologies such as gravitational 
storage and flow batteries, which are not included as there is very limited information on future sites. However, 
as they develop, it is possible they may displace some of the capacity and volume we currently allocate to other 
technologies. We will continue to review our modelling assumptions and update future FES iterations as more 
market information becomes available. 

The ratio between storage capacity and volume dictates the amount of time a technology can discharge for at 
full power, and this in turn influences the type of flexibility the technology can provide. Batteries typically have 
a 1:1 or 1:2 ratio of capacity to volume, although stakeholder feedback suggests this is partly market driven and 
could increase to at least 4 hours. Pumped storage, CAES and LAES all typically see much more energy stored 
compared to power output (up to a ratio of around 1:14 in FES analysis) and can charge or discharge at 
maximum output for a longer period. 

Different durations of energy storage provide different benefits to the energy system. Two to four-hour storage 
typically helps meet short intra-day variations in demand and supply, provide short term reserve or help manage 
the real-time operability of the network. Longer duration storage can help secure the system over longer periods 
of high or low renewable generation output. However, non-electrical storage in other fuels such as hydrogen or 
gas is better suited to very long term or inter-seasonal storage. 

 
 

Interconnectors 
Aside from importing at peak, interconnectors are also used to move energy between Great Britain and its 
neighbours throughout the year. In recent years there are typically net imports over our interconnectors with 
continental Europe throughout the year, particularly at peak times, although this is partially offset by export to 
Ireland and Northern Ireland. The movement of power over the interconnectors will continue to be primarily 
driven by price differentials between electricity markets. However, exporting over the interconnectors is not a 
solution for all excess power. Sometimes there may not be excess demand to consume the power in the rest of 
Europe or, at other times, there may be network constraints restricting its movement within Great Britain. Post-
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2030 the growth of integrated offshore networks will help manage the flow of power between Great Britain, 
offshore wind farms in the North Sea and northern Europe, as offshore transmission infrastructure is shared, 
and supply is balanced across the network. 

 
 

Curtailment 
As increasing levels of renewable generation are deployed, particularly wind, there will be times (for instance, 
on windy days) when supply is significantly higher than demand. As discussed throughout this chapter, flexibility 
can be used to store some of this supply or to shift demand to consume it. After flexibility options have been 
utilised, if supply still exceeds demand, then some generation will be asked to stop generating (curtailment); 
this could be any generation type but tends to be the cheapest to turn off at the time. Generation can also be 
curtailed due to network constraints. The impacts of network constraints on energy flows are analysed in other 
ESO and industry publications. Whilst several flexibility technologies (interconnectors or demand side flexibility) 
can help to reduce curtailment to some extent, electrolysis is particularly useful in this respect. This is because 
hydrogen is much easier to store than electricity and so can hold significant volumes of curtailed energy for long 
times, potentially across seasons. 

The high levels of curtailment before highlight the need for co-ordinated future energy planning. As renewable 
capacity is rapidly increased, flexibility options such as interconnectors, electrolysis and demand side flexibility 
should be developed simultaneously as much as possible, rather than in later years. 

When supply is high compared to demand, we would then expect these flexibility options to respond to low 
electricity prices and market conditions and begin operation. 

Whilst this occurs in our analysis there is still significant curtailment - opportunities to utilise this curtailed energy 
through earlier and additional deployment of these flexibility options should be investigated and where 
appropriate, incentivised. This may include additional demand side flexibility, increased interconnector export, 
or potentially the development of a hydrogen export market. 
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